


The Alpha defi nes the starting point of serious acoustic 
amplifi cation at AER. Based on the success and the expe-
rience with the Compact 60 we developed an even smal-
ler lightweight model that has no diffi culties living up to 
the rigors of the road.

Open sounding and quick in response this amp masters 
different ranges and is thus not afraid of bigger instru-
ments.

• 40 watts, dynamic control

• 8” (200 mm) twin cone speaker 

• Single-channel, two inputs

• digital reverb

• 6,2 kg (13.67 lbs) 

acoustic 

solutions
entr y  level

Alpha

Inputs

input one combined XLR/6.3 mm (1/4”) input jack  
 socket  as high-quality line- or balanced  
 microphone input stage 24 V phantom  
 power, gain control.

input two  6.3 mm (1/4”) input jack socket as high 
impedance line input stage with pad (high/
low attenuation) and gain control.

Tone Controls

equalizer three band tone controls

colour ‘mid-cut-treble-boost’-fi lter

effect digital reverb

Power

power amp 40W / 4 ohms, dynamic control

analog signal  subsonic fi lter, low distortion  
processing RMS limiter 

 Speaker System

 8” (200 mm) twin cone speaker 

 Features

  headphones, line out, DI-out, external 
effect loop via send and return, footswitch 
(internal/external effect on/off)

 Accessories

 padded gigbag

 Specifi cations

cabinet 12 mm (0.47”) fi nnish birch plywood

fi nish waterbased acrylic, black spatter fi nish

dimensions  260 mm x 265 mm x 235 mm 
(10.24“ x 10.43“ x 9.25“), HxWxD

weight 6,2 kg (13.67 lbs)

 Can be combined with

 AG 8, AS Q8



We felt the Alpha needed a bit of support, and we… 
a little more attention to the starting range. Besi-
des a facelift – a different look – a bigger cabinet and 
a ‚tuned up‘ power amp move the Alpha plus into a 
different league of performance. More volume, ex-
tended headroom in combination with the Alpha  
simplicity.

•	 50 watts, dynamic control

•	 extended dynamic range

•	 8” (200 mm) twin cone speaker 

•	 Single-channel, two inputs

•	 digital reverb

•	 7,55 kg (16.65 lbs)

 Inputs

input one	� combined XLR/6.3 mm (1/4”) input jack 
socket as high-quality line- or balanced 
microphone input stage 24 V phantom 
power, gain control.

input two	� 6.3 mm (1/4”) input jack socket as high 
impedance line input stage with pad 
(high/low attenuation) and gain control.

 Tone Controls

equalizer	 three band tone controls

colour	 ‘mid-cut-treble-boost’-filter

effect	 digital reverb

 Power

power amp	 50W / 4 ohms, dynamic control

analog signal 	 subsonic filter, low distortion  
processing 	 RMS limiter 

 Speaker System

	 8” (200 mm) twin cone speaker 

 Features

	� headphones, line out, DI-out, external ef-
fect loop via send and return, footswitch 
(internal/external effect on/off)

 Accessories	

	 padded gigbag

 Specifications

cabinet	 15 mm (0.59”) finnish birch plywood

finish	 waterbased acrylic, black spatter finish

dimensions	 265 mm x 330 mm x 235 mm  
	 (10.40“ x 13.00“ x 9.25“), HxWxD

weight	 7,55 kg (16.65 lbs)

 Can be combined with

	 AG 8 (see page 20) 
	 AS Q8 (see page 23)

Alpha plus acoustic 
solutions
entry level



The Compact has proven that there is an all-round, small, 

powerful and yet simple to use complete solution for stage, stu-

dio and home use that works up to the highest demands and 

standards of acoustic players.

It has found many friends around the world with its size – smiled 

at in the beginning – being its second strongest side. It has be-

come the standard equipment – „…the amp of choice“ – for 

those musicians who value sound, simplicity and independence. 

It has quali! ed for nearly all instruments and applications.

• 60 watts, dynamic control

• 8” (200 mm) twin cone speaker 

• Twin-channel, 3 and 2 band EQ

• 4 digital e! ect presets (reverb and " anger)

• 7,55 kg (16.65 lbs)

 Inputs

channel 1  6.3 mm (1/4”) input jack socket as high im-
pedance line input stage with pad (high/low 
attenuation) and gain control.

channel 2  combined XLR/6.3 mm (1/4”) input jack socket 
as high-quality line- or balanced microphone 
input stage 24 V phantom power, gain control.

 Tone Controls

equalizer  three band tone controls for channel 1 and two 
band tone controls for channel 2

colour ‘mid-cut-treble-boost’-fi lter

effect digital effect processor with 4 presets: 
 1 – 3= reverb and 4= fl anger.

 Power

power amp 60W / 4 ohms, dynamic control

analog signal  subsonic fi lter, low distortion 
processing  RMS limiter 

 Speaker System

 8” (200 mm) twin cone speaker 

 Features

  headphones, line out, DI-out, external effect 
loop 
via send and return, footswitch (internal/exter-
nal effect on/off)

 Accessories

 padded gigbag

 Specifi cations

cabinet 15 mm (0.59”) fi nnish birch plywood

fi nish waterbased acrylic, black spatter fi nish

dimensions 265 mm x 330 mm x 235 mm 
 (10.40“ x 13.00“ x 9.25“), HxWxD

weight 7,55 kg (16.65 lbs)

 Can be combined with

 AG 8, AS Q8
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solutionsCompact 602
standard level



The Compact Classic pro is aimed at classical players and 
their instruments. Compared to the Compact 60, the 
Compact Classic benefi ts from an improved 2-way-spea-
ker system, a more complex three band EQ with parame-
tric bass and the 32bit AER digital effect processor with 
carefully designed presets for classical instruments.

All the features combine perfectly to more allow for the 
fi ner tonal texture of a classical instrument throughout 
the full audio band. It enhances the low frequency res-
ponse without increasing feedback risk and creates beau-
tiful ambiences that enrich the tone. 

60 watts, dynamic control

two-way speaker system, 8” (200 mm) twin cone  
speaker plus tweeter

Single-channel, two inputs, 3 band EQ with bass parame-
tric 32 bit AER digital effect processor with 16 presets 7,8 
kg (17.20 lbs)

 Inputs

Input 1  combined XLR/6.3 mm (1/4”) input jack socket to 
access an input matrix with six different presets 
for the pre-amp section (e.g. sources with mi-
crophone-, line-, piezo- or piezo/electret-level), 
gain control

Input 2  6.3 mm (1/4”) input jack socket as high impe-
dance line input or AER-piezo input stage, gain 
control.

 Tone Controls

equalizer  three band tone controls with bass parametric 
and bandwidth-switch (Q-factor).

effect 32 bit AER digital effect processor with 16 
presets.

 Power

 power amp 60W / 4 ohms, dynamic control  
 analog signal subsonic fi lter, low distortion 
 processing RMS limiter 

 Speaker System

 two-way speaker system, 8” (200 mm) 
 twin cone speaker plus tweeter.

 Features

  adjustable aux in, headphones, tuner out, insert, 
line out, left/right out, send/return, footswitch 
(switch internal to external effect and mute 
channels), adjustable DI-out (pre/post effect 
switchable), presence control 

 Accessories

 padded gigbag

 Specifi cations

cabinet 15 mm (0.59”) fi nnish birch plywood

fi nish waterbased acrylic, black spatter fi nish

dimensions 265 mm x 330 mm x 235 mm 
 (10.40“ x 13.00“ x 9.25“), HxWxD

weight 7,8 kg (17.20 lbs)

 Can be combined with

 AS 281, AS Q8

acoustic 

solutionsCompact Classic pro
standard level
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Musicians often asked us for a system for acoustic instru-
ments that provides AER sound and quality everywhere… 
independent from the mains.

This is exactly what the Compact mobile has been de-
veloped for. Based on the Compact 60, thus identical in 
sound, but with adapted technology and slightly chan-
ged dimensions you can play without the mains for three 
to four hours. Whether you chose to play in the old town 
or on a glacier, the sound is always clear and omnipre-
sent.

In case of insufficient battery power the intelligent po-
wer control gives a warning and saves you from lack of 
power during performance. Moreover it prevents the 
batteries from being completely exhausted.

•	 60 watts, battery powered

•	 8” (200 mm) twin cone speaker 

•	 Twin-channel, 3 and 2 band EQ

•	 4 digital effect presets (reverb and flanger)

•	 up to 4 hours performance independent  
from the mains

 Inputs

channel 1	� 6.3 mm (1/4”) input jack socket as high 
impedance line input stage with pad 
(high/low attenuation) and gain control.

channel 2	� combined XLR/6.3 mm (1/4”) input jack 
socket as high-quality line- or balanced 
microphone input stage with switchable 
48 V phantom power, gain control

 Tone Controls

equalizer	� three band tone controls for channel 1 
and two band tone controls for channel 
2

colour	 ‘mid-cut-treble-boost’-filter

effect	 digital effect processor with 4 presets:  
	 1 – 3= reverb and 4= flanger.

 Power

power amp	 60W / 4 ohms, dynamic control

battery type 	� two high–power sealed–acid batteries 
6V, 12 Ah for  
3 – 4 hours of independant perfor-
mance. Battery power control

Speaker System

	 8” (200 mm) twin cone speaker 

 Features

	� Aux-in, headphones, line out, DI-out, 
external effect loop via send and return, 
footswitch (internal/ 
external effect on/off)

 Accessories

	 padded gigbag

	 optional: special cable to supply power 	
	 from cigarette lighter jack

Specifications

cabinet	 15 mm (0.59”) finnish birch plywood

finish	 waterbased acrylic, black spatter finish

dimensions	 325 mm x 330 mm x 285 mm  
	 (12.80“ x 13.00“ x 11.22“), HxWxD

weight	 13,85 kg (30.54 lbs)

Compact Mobile acoustic 
solutions
standard level













The Basic Performer is a solution for Bass and instruments of 

the lower registers based on the experience of multiplying well 

proven AER acoustic systems.

Small twin-cone systems are fast, provide a superior coverage 

for the critical mid-range and have enough substance in the low 

end.

The AER band-pass/bass-re! ex cabinet design supports the 

reproduction of even the lowest frequencies with de! nition. 

High-End preamps, proper ! lters and additional professional 

sound design make the Basic Performer a multitalented alround 

solution.

The sound characteristics are full range thus open and light 

yet breathing as well as grumbling and surprisingly appropriate 

for far more instruments than the bass-related instruments, e. g. 

harp, cello, accordion…

• 4 x 50 watts, dynamic control

• 4 x 8“ twin-cone speaker system

• Twin-channel acoustic system

• Compressor and notch " lter

• 23,00 kg (50.72 lbs)

Inputs

channel 1   Combo socket XLR + 6.3 mm (1/4”) input jack socket 

as high-qaulity line- or balanced microphone input 

stage with switchable phantom power voltage.

channel 2  6.3 mm (1/4”) input jack socket as high-impedance 

line input stage with switchable 9 V phantom power 

and pad-switch (high/low attenuation).

Tone Controls

equalizer three band tone controls for both channels

colour ‘mid-cut-treble-boost’-! lter

e# ect Compressor, notch ! lter

Power

power amp 4 x 50 W / 4 ohms, dynamic control

analog signal  subsonic ! lter, low distortion 

processing  RMS limiter 

Speaker Systems

 4 x 8“ twin-cone speaker system

Features

 tape in, headphones, tuner, insert, line out, DI-out,   

 send, return, footswitches (e" ect on/o" , 

 solo/ensemble, mute channels)

Accessories

 softcover

Speci" cations

cabinet 15 mm (0.59”) ! nnish birch plywood

" nish waterbased acrylic, black spatter ! nish

dimensions 485mm x 365 mm x 400 mm 

 (19.10“ x 14.37 “ x 15.70“), HxWxD

weight 23,00 kg (50.72 lbs)

Can be combined with

 AS 550/D sub

 AS Q8 

b a s s 

solutionsBasic Performer
advanced level



It seems like we have done it again…

Over many years you have asked us for something small for 

electric bass… simple, powerful and with a performance hard 

to believe…

And there it is – the AER Bottom Line Amp one.

Based on a superb 10“ in a bass re! ex encolsure, in combina-

tion with a serious 200 watt power amp, more than su!  cient 

power-supply and extended dynamic headroom – not to forget 

Paul’s helping hands and ears –  it is " nally done.

• single channel bass combo

• 200 watts, dynamic control

• 10“ loudspeaker neodymium magnet

• compressor with adjustable ratio and threshold

• 13,50 kg (29.50 lbs)

b a s s 

solutionsamp one
advanced level

Inputs

input   6.3 mm (1/4”) input jack socket as high impedance 

line input stage with pad (high/low attenution).

Tone Controls

equalizer three band EQ with parametric mids

colour ‘mid-cut-treble-boost’-" lter

bass boost +10 dB / 55 Hz

tone balance the tone balance enables the bass- or treble emphasis  

 or a combination of both

e" ect compressor with adjustable ratio and threshold

Power

power amp 200 W / 8 ohms, dynamic control

analog signal  subsonic " lter, low distortion 

processing  RMS limiter 

Speaker System

 10“ woofer neodymium magnet

Features

  ground lift, headphone output, line out, sub out, 

footswitch (muting and e# ect loop), send, return, 

insert pre/post EQ, aux in, adjustable DI-out

Accessoiries

 padded gigbag

Speci# cations

cabinet 18 mm (0.70”) " nnish birch plywood

# nish waterbased acrylic, black spatter " nish

dimensions 325mm x 375 mm x 295 mm 

 (12.80“ x 14.80“ x 11.60“), HxWxD

weight 13,50 kg (29.50 lbs)

bass
boost

band

width



b a s s

solutionsamp two
advanced level

amp two is the second member of the Bottom Line com-

bo bass amps. In line with Amp one, but with more de! ned 

speakersystem and more power. A 12“ neodymium louds-

peaker for quick and full bass response combined with a 4“ 

mid-high loudspeaker for gentle trebles allows a wider ran-

ge of sounds from funk to pop and rock to jazz.

• single channel bass combo

• 240 watts, dynamic control

• 12“ (300 mm) loudspeaker neodymium alloy mag-

net plus   

• 4“ (100 mm) mid-high loudspeaker

• compressor with adjustable ratio and threshold

• 23,50 kg (51.70 lbs)

Inputs

Input   6.3 mm (1/4”) input jack socket as high impedance 

line input stage with pad (high/low attenution).

Tone Controls

equalizer three band EQ with parametric mids

colour ‘mid-cut-treble-boost’-! lter

bass boost +10 dB / 55 Hz

tone balance  the tone balance enables the bass- or treble emphasis 

or a combination of both

e! ect compressor with adjustable ratio and threshold

Power

power amp 240 W / 8 ohms, dynamic control

analog signal  subsonic ! lter, low distortion 

processing  RMS limiter 

Two-Way-Speaker-System

 12“ (300 mm) loudspeaker neodymium alloy magnet

  4“ (100 mm) mid-high loudspeaker

Features 

  headphone output, line out pre/post master switcha 

 ble,  sub  out, footswitch (muting and e" ect on/  

 o" ), send, return, insert pre/post EQ, adjustable aux  

 in, tuner, adjustable hf level, adjustable pre/post EQ  

 DI-out, ground lift

Accessories

 padded cover

Speci" cations

cabinet 18 mm (0.70”) ! nnish birch plywood

" nish waterbased acrylic, black spatter ! nish

dimensions 500mm x 420 mm x 350 mm 

 (19.70“ x 16.50“ x 13.80“), HxWxD

weight 23,50 kg (51.70 lbs)



„amp three“ follows the concept of „amp one“  being small, 
rich and powerful  based on a one way speaker-system. It also 
offers  a superb mix between size and power and features  for 
professional use. 

Equipped with 2 x 8“ heavy duty bass-speakers, it enhances 
the low mids and offers a more open, transparent tone with 
the neccessary strength and focus to cut through.

•	 single channel bass combo

•	 200 watts, dynamic control

•	 2 x 8“ heavy-duty bass-speakers

•	 compressor with adjustable ratio and threshold

•	 13,50 kg (29.50 lbs)

b a s s 
solutionsamp three
advanced level

Inputs

input 	� 6.3 mm (1/4”) input jack socket as high impedance 
line input stage with pad (high/low attenution).

Tone Controls

equalizer	 three band EQ with parametric mids

colour	 ‘mid-cut-treble-boost’-filter

bass boost	 +10 dB / 55 Hz

tone balance	 the tone balance enables the bass- or treble emphasis 	
	 or a combination of both

effect	 compressor with adjustable ratio and threshold

Power

power amp	 200 W / 8 ohms, dynamic control

analog signal 	 subsonic filter, low distortion  
processing 	 RMS limiter 

Speaker System

	 2 x 8“ heavy-duty bass-speakers

Features

	� ground lift, headphone outputs, line out, sub out, 
footswitch (muting and effect loop), send, return, 
insert pre/post EQ, aux in, adjustable DI-out

Accessoiries

	 padded gigbag

Specifications

cabinet	 18 mm (0.70”) finnish birch plywood

finish	 waterbased acrylic, black spatter finish

dimensions	 366 mm x 416 mm x 315 mm   
	 (14,41 x 16,38 x 12,40  HxWxD)

weight	 16 kg (34,97 lbs)

bass
boost

band
width

amp three



pa-system
solutions
standard level

The AG 82 is an active loudspeaker-system making use of 

‘compact‘ system components such as: twin-cone speaker, 

power-amp, controller and cabinet.

Without special acoustic voicing the focus is mainly on its su-

perb audio-abilities and thus it o! ers an additional range of ap-

plications as e. g.: " oor/stage or keyboard monitor, self powered 

full-range P. A. system or in combination with modeling amps 

for electric guitar…

and for sure it is a valid supplement to any AER acoustic amp 

using twin-cone speaker technology.

• 60 watts, dynamic control

• 8” (200 mm) twin cone speaker 

• multi-functional full-range system

• 7,55 kg (16.67 lbs)

AG82

Inputs

inputs  combined XLR/6.3 mm (1/4”) input jack socket, 

6.3 mm (1/4“) input jack sockets and RCA sockets.

Tone Controls

equalizer two band tone controls 

Power

power amp 60W / 4 ohms, dynamic control

analog signal  subsonic # lter, low distortion 

processing  RMS limiter 

Speaker System

 8” (200 mm) twin cone speaker 

Features

 insert pre/post EQ, ground lift, 

 adjustable line, mic and Aux

Accessories

 padded gigbag

Metal housing

cabinet 15 mm (0.59”) # nnish birch plywood

! nish waterbased acrylic, black spatter # nish

dimensions 265 mm x 330 mm x 265 mm

 (10.40“ x 13.00“ x 10.40“), HxWxD

weight 7,55 kg (16.65 lbs)



pa-system
solutionsCX82

CX 82 is the revised 2nd generation of the former CX 8.

It is a small self powered 2 way full range system based on a 

custom made 8“ diecast low mid speaker with Kevlar® cone for 

improved sti" ness and reduced distortion plus tweeter.

Its high-class discrete power ampli# er delivers 120 watts at 

8 ohms with substantial power reserve due to oversized power 

supply.

It is a stand alone system for general reinforcement /installation 

purposes and any monitor applications. It is perfectly matched 

to complement acoustiCube 3 as stereo extention. In combi-

nation with di" erent active  AER subwoofer systems it forms a 

mini PA system for acoustic, jazz or fusion ensembles suitable for 

small clubs or theaters.

• 120 watts, dynamic control

• two-way speaker system with 8“-diecast neodymium, 

kevlar® cone bass and neodymium tweeter

• multi-functional full-range system

• 12 kg (26.50 lbs)

Inputs

inputs electronically balanced, 10 kOhm XLR-connector

Frequency

frequency response (1 watt @1m): -6dB: 75 Hz -20 kHz

 axial sensivity: 99 dB SPL, 1 watt @ 1m

crossover passive, 3,7 kHz, 12dB/Oct.

Power

power amp 120 W / 8 ohms, dynamic control

analog signal  subsonic # lter, low distortion 

processing  RMS limiter 

Speaker

 8” low-midrange speaker, neodymium magnet,   

 kevlar® honeycomb cone

 1“ dome tweeter, neodymium magnet

Features

 speaker out, link, ground lift, dynamic bass boost

Accessories

 softcover,  K&M connector plate

Speci" cations

cabinet 15 mm (0.59”) # nnish birch plywood

" nish waterbased acrylic, black spatter # nish

dimensions 335 mm x 265 mm x 260 mm 

 (13.20 “ x 10.43“ x 10.20“), HxWxD

weight 12 kg (26.50 lbs)

Can be combined with

 (2x) AS 360 D/sub; AS 550 D/stereo

advanced level



pa-system
solutionsAS 281
advanced level

AS 281 is a small full range 2 way active system in D’Appolito 

construction, based on 2x8“ low mid speakers with polypropy-

len cone embracing a bi-radial horn (LM-H-LM). The main ad-

vantage of the D‘Appolito-concept is constant directivity espe-

cially in the ‘hang over’ range of the speakers.

It is equipped with a high-quality hybrid power ampli! er that 

delivers 100 watts at 8 ohm with substantial power reserve due 

to oversized power supply.

It is a stand alone system for general reinforcement/installation 

purposes or any monitor application. It is perfectly matched to 

complement AER products as acoustiCube 3 or the Dominos 

into full stereo systems. In combination with AS 550 D/Sub it 

forms a PA system for small clubs and/or acoustic, jazz or fusion 

ensembles.

• 100 watts, dynamic control

• 2 x 8“ polypropylene low-midrange speaker, biradial 

horn tweeter

• two-way full-range system. 

• D’Appolito construction

• 14 kg (30.68 lbs)

Inputs

inputs  electronically balanced, 10 kOhm XLR-connector

Frequency

frequency response (1 watt @1m): -6dB: 65 Hz -20 kHz

 axial sensivity: 97 dB SPL, 1 watt @ 1m

crossover passive, 5 kHz, 18 dB/Oct.

Power

power amp 100 W / 8 ohms, dynamic control

analog signal  subsonic ! lter, low distortion 

processing  RMS limiter 

Speaker 

 2 x 8“ polypropylene low-midrange speaker, 

 biradial horn tweeter

Features

 speaker out, link, ground lift, dynamic bass boost

Accessories

 softcover,  K&M connector plate

Speci! cations

cabinet 15 mm (0.59”) ! nnish birch plywood

! nish waterbased acrylic, black spatter ! nish

dimensions 560 x 260 (front) x 135 (back) x 285 mm

 trapezoid angle 50°

 (22.0“ x 10.2“ x 5.31“ x 11.22“) HxWxD

weight 14 kg (30.68 lbs)

Can be combined with:

 (2x) AS 360 D/sub 

 AS 550 D/stereo



pa-system
solutionsAS Q8
advanced level

The concept behind the construction is to have a small sound 

system, tonally well balanced with excellent speech intelligi-

bility, su!  cient bass yet quick in response. A combination of 

bass re" ex and band-pass supports the low ranges. Four power 

ampli# ers driving four extended range 8“ loudspeakers and a 

dome-tweeter, are hidden within this simple looking full-range 

system.

• 200 watts, dynamic control

• 2 x 8“ woofer

• 2 x 8“ twin-cone full-range speaker

• 1 x 1“ dome-tweeter with horn

• two-way full-range system. 

• bandpass/bassre! ex construction

• 26 kg (57.32 lbs)

Inputs

inputs electronically balanced, 10 kOhm XLR-connector

Frequency

frequency response (1 watt @1m): -6dB: 65 Hz -20 kHz

 axial sensivity: 99 dB SPL, 1 watt @ 1m

crossover passive, 2,7 kHz, 12 dB/Oct.

Power

power amp 200 W / 4 ohms, dynamic control

analog signal  subsonic # lter, low distortion 

processing  RMS limiter 

Speaker System

 2 x 8“ woofer

 2 x 8“ twin-cone full-range speaker

 1 x 1“ dome-tweeter with horn

Features

 temperature protection, bass boost, ground lift, 

 mid-cut/treble boost

Accessoires

 softcover,  K&M connector plate

Speci" cations

cabinet 15 mm (0.59”) # nnish birch plywood

" nish waterbased acrylic, black spatter # nish

dimensions 485 mm x 360 mm x 405 mm

 (19.1“ x 14.17“x 15.95“) HxWxD

weight 26 kg (57.32 lbs)

Can be combined with:

 AS 550 D/sub



The AS 550 D mid/high system is a direct radiating coaxial self-

powered systems in a small bass-re! ex enclosure. It is capable to 

handle multiple applications e.g speech, delay-line or near-" eld 

PA where no sub bass is required. The components are matched, 

optimised for maximum e#  ciency and tuned for superb sound 

reproduction.

Through the use of integrated class d ampli" er and switch 

mode power supplies we can keep size and weight surprisingly 

low however electronically well oversized they allow maximum 

dynamic range.

The AS 550 D sub is a self-powered bassre! ex with a 15“ low 

frequency chassis.

The tuned cabinet and the class d power amp with 550 W / 8 

ohms permanent power (1000 W impuls power) deliver substan-

tial bass in a very small cabinet. It also allows enough dynamic 

headroom for high step response.

Both, top and sub are perfectly matched and tuned and form 

an easy to use, lightweight PA system for medium sized appli-

cations.

Inputs

inputs electronically balanced, 10 kOhm XLR-connector

Frequency

frequency response (1 watt @1m): -6dB: 35 Hz -135 Hz

 axial sensivity: 97 dB SPL, 1 watt @ 1m

crossover active, 125 kHz, 24 dB/Oct.

Power

power amp 550 W / 8 ohms, class d

analog signal  integrated signal controller

processing 

Speaker

 15“ lf-driver

Accessories 

 softcover,  K&M connector plate

Speci! cations

cabinet 18 mm (0.71”) " nnish birch plywood

! nish waterbased acrylic, black spatter " nish

dimensions 490 mm x 480 mm x 485 mm

 (19.20“ x 18.90“ x 19.10“) HxWxD

weight 36,20 kg (79.80 lbs)

AS 550 D/top AS 550 D/sub
Inputs

inputs electronically balanced, 10 kOhm XLR-connector

Frequency

frequency response (1 watt @1m): -6dB: 60 Hz -18 kHz

 axial sensivity: 99 dB SPL, 1 watt @ 1m

crossover passive, 1,6 kHz, 18 dB/Oct.

Power

power amp 550 W / 8 ohms, class d

analog signal  integrated signal controller

processing 

Speaker 

 12“ lf and 2“ hf coaxial driver

Accessories

 softcover,  K&M connector plate

Speci! cations

cabinet 18 mm (0.71”) " nnish birch plywood

! nish waterbased acrylic, black spatter " nish

dimensions 490 mm x 480 mm x 485 mm

 (19.20“ x 18.90“ x 19.10“) HxWxD

weight 37,80 kg (81.15 lbs)

pa-system
solutionsAS 550 D system
advanced level

image
coming soon
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