














2CH PHANTOM POWER 5CH MINI MIXER 4CH MONO MICRO MIXER
° | 2CH PHANTOM POWER
Frequency Response 10Hz-20KHz

Noise Level (22Hz - 22KHz,Input Shorted)

-100dBu

THD+N (10Hz-22KHz)

0.013%typ.@1V RMS, 1KHz

Input Two XLR connectors, Balanced
Output Two XLR connectors, Balanced
Phantom Power Select Switch 12v /[ 48v
Dimensions 158 x 100 x 50mm
Weight 0.4kg
| 5CH MINI MIXER
Frequency Response 20Hz-20KHz
Noise Level (22Hz - 22KHz,Input Shorted) -90dBu

THD+N (10Hz-22KHz)

0.013%typ.@1V RMS, 1KHz

1-XLR connector, Balanced Input

Input 2-1/4" Phone Jack, Unbalanced Input
Stereo RCA Jack, Unbalanced Input
Output 1-1/4" Phone Jack, Unbalanced Output

Stereo RCA Jack, Unbalanced Output

Max input level

-14dBu

Dimensions 158 x 100 x 50mm
Weight 0.4kg
, | 4CH MONO MICRO MIXER

Frequency Response

20-20,000KHz

Signal/Noise 55dB
Input Sensitivity TmV
Distortion 0.1% (THD)

Input Impedance

600Q unbalanced

Output Impedance

1.5KQ unbalanced

Clip LED LED indication at onset of distortion
Supply Voltage 9V Battery (internal) or 9V DC adaptor (tip negative)
Dimension 148 x 46 x 86 mm
Weight 280g
y | 4CH STEREOQ MICRO MIXER

Frequency Response

20-20,000KHz

Talk Variable Range 1dB-22dB
Signal/Noise 55dB

Input Sensitivity TmV
Distortion 0.1% (THD)

Input Impedance

600Q unbalanced

Output Impedance

1.5KQ unbalanced

Clip LED LED indication at onset of distortion

Supply Voltage 9V Battery (internal) or 9V DC adaptor (tip negative)
Dimension 150 x 60 x 115 mm

Weight 320g

4CH STEREO MICRO MIXER

MUSICAL INSTRUMENT
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Professional Audio Products

KOREA HEAD OFFICE
118B-6L, NAMDONG INDUSTRIAL AREA 688-14, KOJAN-DONG, NAMDONG-KU, INCHEON, KOREA
TEL : +82-32-816-7100~6 [EXT:113] FAX: +82-32-816-7108~9 WEB : www.leem.co.kr E-mail : leem@leem.co.kr

CHINA FACTORY 1
NO.517 MAOYANGSHAN ROAD, DAQI TOWN, BEILUN DISTRICT, NINGBO, CHINA

CHINA FACTORY 2
311 STANDARD WORKSHOP, XIXIASHU INDUSTRIAL PARK, XINBEI DISTRICT, CHANGZHOU CITY, JIANGSU, CHINA

LEEM PA Cataolgue Vol.32LP



